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1. Introduction 

1.1 Background and motivation 

Friction between the tyre and the road is essential for traffic safety. The small 
area between the tyre and the road generates all the forces needed to control a 
vehicle. An increasing amount of automatic safety and convenience features 
such as adaptive cruise control (ACC) and automatic emergency braking (AEB) 
are introduced in the production cars. These systems would benefit from the the 
tyre-road contact information enabling them to be proactive. The autonomy of 
the transportation is increasing rapidly creating a need for better sensing. Espe-
cially the upcoming autonomous cars will require a good estimate of the friction 
conditions to be able to adapt to varying environments. The more accurate and 
real time the information, the better the response and the safety level achieved. 

Even though the current electronic stability control systems (ESC) can rather 
effectively control a car and have been shown to increase the safety in traffic [1], 
they still lack the direct friction information from the tyre-road contact. These 
systems rely on the information from the sensors such as wheel rotational speed 
sensors, car body acceleration and yaw rate sensors [2]. Sensor information for 
the control systems thus presents the current state of the car when the condi-
tions in the tyre-road contact have already affected. The elastic nature of the tyre 
introduces a delay before the contact patch forces are transmitted to the vehicle 
[3]. The elasticity of the suspension and rubber joints further increase the delay 
between the forces generated in the contact and the measured car body move-
ment.  

In addition to an individual vehicle control system, tyre sensors can provide 
essential information for the vehicle-to-everything (V2X) communication. Con-
nected cars have emerged the market quickly and the full potential is still to be 
utilized. Intelligent infrastructure providing cloud-based information is an ad-
ditional platform, for which tyre sensors could provide information. Road con-
dition and friction potential information being the most intriguing to be distrib-
uted for the autonomous vehicles. Moreover, the efficiency of the road mainte-
nance can be improved by obtaining more real-time and localized road infor-
mation. 

Up to this point, tyre sensors have been mostly used for tyre research and de-
velopment. Intelligent tyres can be powerful tools for the development of tyres. 
Validation and parametrization of the simulation models, performance testing 
and modal analysis being few examples of the tasks assigned for the tyre sen-
sors. For such purposes, the cost and robustness of the systems are not an issue 
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but when aiming for the production tyre sensors, they become significant limi-
tations. The intelligence in production tyres is increasing. The tyre pressure 
monitoring system (TPMS) required by the legislation being the first step [4] 
and followed recently by the tyre condition monitoring and cloud-based con-
sumer services [5]. 

 To justify the added cost of the sensors, they need to provide information val-
uable enough. In addition, the information the sensors provide, need to be reli-
able and robust to meet the high standards of vehicle safety. The motivation for 
this thesis rises from the potential, which intelligent tyres have but also from 
the complexity what is faced with interpreting the data. This thesis provides 
methods and understanding for interpreting accelerometer data measured on 
the inner liner of the tyre. The intent is not to develop production-ready algo-
rithms but to provide valuable insight to the phenomena measurable by the ac-
celerometer tyre and thus support the development of intelligent tyres. 

1.2 Scope of the thesis 

This thesis focuses on the utilization of the accelerometer as a tyre sensor to 
interpret the state of the tyre-road contact. An effort is made to produce valuable 
results for the development of intelligent tyres from different aspects. Methods 
to analyse and utilize the data are introduced and the physical phenomena re-
vealed. The accelerometer data is analyzed with the tyre research and develop-
ment as well as the vehicle safety and control systems in mind. In addition, the 
intelligent infrastructure will benefit from the road information and thus, the 
more computationally demanding methods could be implemented for such pur-
poses. The aspects of the tyre sensor utilization considered in this thesis include 
aquaplaning and water detection, a model-based tyre sensor data interpretation 
and the effects of the tyre-road contact friction potential on the measured accel-
eration from the tyre inner liner. 

1.3 Scientific contributions 

The thesis contributes in the field of intelligent tyre research by providing 
unique measurement results from the real road environments, which the tyre 
sensors are facing and analysis methods to discover the phenomena of interest. 
The measurements are conducted by utilizing advanced sensors and data acqui-
sition systems. This way the focus is on the detection of the underlying physical 
phenomena more than on the application based and market-ready system de-
velopment. The scientific contributions of this thesis can be summarized as fol-
lows: 

 
 Unique aquaplaning measurements were conducted by utilizing three 

accelerometers on the inner liner of the tyre and high-speed imaging 
to detect the state of the aquaplaning in the contact and the distorted 
contact shape due to the hydrodynamic pressure. Comparison of these 
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two methods revealed the suitability of the tyre sensors for the tyre aq-
uaplaning research and development on real road conditions. The in-
formation obtained could also be provided for the vehicle safety sys-
tems. (in Publication [I])  

 

 A method to detect the contact length in the different phases of the 
aquaplaning was suggested and an algorithm to detect the water in the 
tyre-road contact based on the tyre lateral vibration was developed. (in 
Publication [II]) 

 

 The effect of the friction on the measured accelerations near contact 
patch was revealed by comparing surfaces with the same macro-rough-
ness but different friction levels. Without the effect of the road rough-
ness, the vibration in the pre-contact region, excited by the local slid-
ing at the leading edge was discovered. The area under the band-pass 
filtered acceleration signal power spectrum was suggested as an indi-
cator of friction potential level on equally macro-smooth surfaces. (in 
Publication [III]) 

 

 A model-based approach for utilizing the tyre sensor data was intro-
duced. A simplified flexible ring model was used as a basis to estimate 
the parameters of the model by fitting it to the measured acceleration. 
This provided a method to extract the effect of the contact deformation 
from the measured acceleration resulting in a physical model-based 
filtering method for the tyre sensor data. The variation in the estimated 
parameters suggested different contact boundaries on different sur-
faces. In addition, the contact length information could be estimated 
more reliably than with the traditional peak-seeking method. (in Pub-
lication [IV]) 

 

 The detection of the local sliding from the freely rolling tyre in low fric-
tion conditions was further studied by including real road surfaces 
with varying roughness levels. Utilizing empirical mode decomposi-
tion and Hilbert spectral analysis (together called Hilbert-Huang 
transform), the local sliding could now be detected in the contact. The 
energy of the tangential vibration in the trailing part of the contact was 
shown to correlate with the assumed friction level. An increased lateral 
vibration was detected in the leading part of the contact. The effect of 
the surface roughness in the pre-contact vibration was discovered to 
dominate the effect of the friction. (in Publication [V]) 
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2. Intelligent tyres 

2.1 Tyre properties 

Despite its simple appearance, tyre is a complex composite structure. A typical 
passenger car tyre consists of carcass, belt and tread. Additional parts can be 
identified but these are the most essential ones affecting the tyre behaviour. The 
carcass is the base of the tyre carrying the load and the internal air pressure, 
allowing flexibility to comply with the road irregularities and transmitting the 
forces acting on the tyre-road contact to the wheel. The carcass usually has a 
varying number of layers of cords called plies, which provide the strength 
against the inflation pressure. These cords are bonded to the carcass rubber. 
Belt is an essential part of the modern radial tyre being a tangentially rigid layer 
between the tread and the carcass usually consisting of steel and nylon layers. It 
provides structural rigidity and resistance to punctures. Belt has a great influ-
ence on the modern radial tyre behaviour as will be discussed later on. Tread is 
the part contacting the road surface and thus very critical for the safety, perfor-
mance and economy of the tyre. Several requirements are set for the tread de-
sign including good dry and wet grip, low rolling resistance and sufficient wear 
resistance. 

As mentioned, the belt has a significant effect on the radial tyre behaviour. It 
strenghtens the structure by having high tensile strength and provides more sta-
ble contact patch [6]. The high tensile strength of the belt leads to a typical as-
sumption of inextensibility when modelling the tyre for example by a well-
known flexible ring model [7]. The belt has also a significant effect to contact 
stress distributions. The understanding of the tyre-road contact stresses is vital 
for the tyre sensor measurements. This is especially true for the aquaplaning 
and friction related phenomena considered in this thesis. The stresses consid-
ered are the shear stresses (acting in the longitudinal and lateral direction) and 
the normal stress (acting in the vertical direction). 

In aquaplaning, the hydrodynamic pressure of the water layer lifts the tyre 
from the road starting from the leading edge. The normal pressure distribution 
is shifted towards the leading edge of the contact. This front-biased pressure 
distribution can be thought also as a force creating a braking moment to the 
wheel similar to the rolling resistance. This results in decreasing wheel rota-
tional speed, commonly known as a spin-down, which can lead to a completely 
stopped wheel near full aquaplaning. Since the tyre structure is stiffer in the 
shoulder area, the hydrodynamic pressure will deform the centre part of the 
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contact more since the water can penetrate there more easily. In the centre of 
the contact, the hydrodynamic pressure is mainly acting against the inflation 
pressure of the tyre. This is why the tyre pressures should be kept sufficient to 
prevent the loss of the tyre-road contact in wet conditions. The stiff belt will also 
reduce the amount of distortion, as it will distribute the pressure in the contact 
more evenly.  

In Figure 1, a simplified longitudinal shear stress distribution for a braking, 
accelerating and a freely rolling tyre is shown. The freely rolling tyre is generat-
ing driving shear stress in the leading part of the contact and braking shear 
stress in the trailing part of the contact [6], [8]. The point for the change of stress 
direction is not usually in the middle of the contact length and is dependent on 
many parameters in the tyre structure such as the hysteresis of the tread rubber 
and the tread design. The shear stress distribution is contributed by several fac-
tors. First, the relaxation of the pretensioned belt when compressed against the 
road, will introduce a static stress field where the direction of the stress field is 
pointing towards the edges of the contact due to the tread shrinkage. This is 
opposite from the stress field pointing towards the centre of the contact, which 
a solid tyre without air cavity would produce resulting from the Poisson effect. 
The Poisson effect is however observable in the tread pattern scale in a pneu-
matic tyre also. An individual tread block compressed against the surface will 
result in a local stress field pointing towards the centre of the tread block. The 
longitudinal stress distribution when integrated over the whole contact area will 
always result in a small negative force, which is the rolling resistance loss due to 
the viscoelastic behaviour of the tyre rubber. At the trailing edge, the shear 
stress changes the direction rapidly back from braking shear stress to driving 
shear stress as indicated by the dashed circle in Figure 1. This has been ex-
plained by the viscous property of the rubber when the belt is bending and de-
flecting the tread block at the trailing edge [9]. 

 

Figure 1. The longitudinal shear stress distribution of a braking, accelerating and freely rolling 
tyre in the contact patch. 

When driving or braking forces are applied, the stress distribution will be al-
tered. The shear stress curve is shifted to the corresponding direction. In mod-
erate braking, the leading part of the contact still operates under driving shear 
stress. When increasing the braking effort, the trailing part of the contact will 
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first exceed the friction limit defined by the normal stress and the friction coef-
ficient. When accelerating, the whole contact will earlier become under driving 
shear stress and the friction is utilized more evenly throughout the contact [10]. 

The lateral shear stress distribution is similar to the longitudinal one since the 
belt is also pretensioned in the lateral direction forming a curvature. The relax-
ation of this pretension leads to a stress field comparable to the longitudinal one 
where the direction is towards the edges of the contact patch. The Poisson effect 
is again a contributor especially, when considering longitudinal tread ribs. The 
ribs will produce a lateral stress field where the direction is pointing towards the 
center of the rib. In addition, the lateral stress field is affected by the camber 
angle. 

Rotating tyre introduces phenomena, which should be considered when uti-
lizing tyre sensor measurements. The co-rotating accelerometer is affected by 
fictitious forces, i.e. the Coriolis force, Euler force and centrifugal force. The Eu-
ler force is due to the change in the rotational speed of the reference frame and 
can be omitted in the case of constant tyre rotational speed. The Coriolis force 
causes the coupling of the radial and tangential acceleration. The bifurcation of 
the natural frequencies for the forward and backward travelling waves of the 
same wave number is an effect due to the Coriolis force [11]. The centrifugal 
force increases the pretension of the belt and results in increased propagation 
speed of the bending waves in the tyre [11]. In addition, the centrifugal acceler-
ation is obviously detected with the accelerometer in a rotating tyre. The Dop-
pler shift is also a noticeable effect in a rotating tyre sensor measurement. For a 
co-rotating accelerometer, the road contact acts as a moving excitation source. 
Thus, the frequencies observed at the leading and trailing edge are subjected to 
Doppler shift, which results in higher frequencies measured at the leading edge. 
The effect is rather linear and related to the speed of the propagating wave and 
the rotational speed of the tyre [12]. This can be taken into consideration where 
needed. 

2.2 Tyre sensing 

Tyre sensors have been actively studied in the last few decades. However, no 
intelligent tyre application has emerged into production car market, excluding 
the tyre pressure monitoring systems (TPMS). The ability to monitor the tyre-
road contact and measure the friction potential is without a doubt the most ap-
pealing feature a tyre sensor can provide. The present advanced driver assis-
tance systems (ADAS) such as adaptive cruise control (ACC) and autonomous 
emergency braking (AEB) would benefit by being able to adjust the safety gap 
based on the friction information. More importantly, the autonomous vehicles 
will require a constant and reliable estimate of friction to be able to operate 
safely in all operating conditions. Throughout the history of intelligent tyre re-
search, various sensor types have been used to measure the state of the tyre in-
dicating the underlying operating conditions. 

Several requirements are given for a tyre sensor due to its operating environ-
ment. The sensor should not affect the tyre structure significantly. This includes 
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the requirement for balancing the rotating tyre if significant mass is introduced 
by the sensor unit. In addition, the deformation of the tyre should not be af-
fected by the sensor resulting in heterogeneous behaviour. The data transmis-
sion between the vehicle and the tyre poses a challenge if high data transfer rates 
are required. High data rates require significant amount of energy, which need 
to be provided to the rotating tyre. This is usually implemented by using slip 
ring, battery, energy harvesting devices or passive sensor elements. For research 
purposes, any of these methods work but for production vehicles, the require-
ments are stricter. The energy harvesting devices have been shown to be able to 
provide energy for the low data rate sensors such as TPMS [13]. However, they 
cannot provide constant power supply for high data rate sensors such used in 
this thesis. In addition, the harsh environment and extreme loads the tyre suf-
fers, make the sensor selection challenging. 

The Darmstadt tyre sensor [14] can be considered one of the first implemen-
tations in the field of intelligent tyres. It comprises of a magnet vulcanized into 
a tread element and Hall sensors mounted on the tyre inner liner. By measuring 
the changes in the voltage induced by the magnet, its position and thus the de-
formation of the tread element can be calculated.  

After the Darmstadt tyre sensor, deformations and strains in the tyre has been 
investigated with variety of sensor types. Tyre forces can be estimated by meas-
uring the torsion of the sidewall. This can be achieved by attaching magnetic 
markings to the sidewall and measuring the magnetic field with magnetoresis-
tive sensors mounted in the suspension [15]. Surface acoustic wave (SAW) sen-
sors provide a passive way to sense the tyre [16], [17]. SAW sensors are read 
from outside the tyre by providing a radio frequency signal, which is reflected 
back from the sensor. The reflected signal is altered by the impedance change in 
the sensor due to the deformation. By measuring this change, the deformation 
of the tyre can be obtained. These sensors do not need power supply in the tyre, 
which is a significant benefit. An approach where the tyre itself is utilized as a 
sensor was introduced in [18]. The steel wires in the tyre belt act as a capacitor 
in a capacitance-resistance circuit. The deformation in the tyre changes the ca-
pacitance and thus the frequency of the oscillation in the circuit. By observing 
the changes in the frequency, the deformation of the tyre could be obtained. The 
fundamental idea of utilizing the tyre components without adding external sen-
sors is intriguing. Yet, the strain-frequency relation can be highly dependent on 
the individual tyre and its condition. 

Optical tyre sensors have been proved very accurate and powerful tools for the 
tyre research and development. Position sensitive detector mounted on the rim 
and a light-emitting diode (LED) attached on the inner liner of the tyre was used 
in [19]–[21]. The deformation of the tyre could be measured based on the light 
intensity changes in the detector. However, the orientation of the LED changes 
during the tyre-road contact resulting in challenges interpreting the light inten-
sity measurements. Further studies have employed a laser sensor requiring no 
components to be attached to the inner liner of the tyre to measure the radial 
deformation. A spot laser and a line laser sensor has been utilized. The spot laser 
can be used to measure the radial deformation accurately in one circumferential 
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line [22], [23] whereas the line laser can scan the contact area and reveal asym-
metric radial deformation also in lateral direction [24], [25]. Camera has also 
been used to detect the inner liner strain and displacement [26] as well as to 
detect the longitudinal slip ratio from outside the tyre [27]. 

All the previous mentioned approaches have been successfully utilized in the 
tyre research. However, two main requirements can be considered essential for 
the tyre sensor to be viable for production. The first is the cost and manufactur-
ing point of view: can it be manufactured so that it survives the tyre lifetime, can 
communicate with the vehicle and is still cost-efficient? The second point of 
view is the usefulness: what can be measured and is the information beneficial 
enough to be implemented. The accelerometer has shown exceptional potential 
to become the first actual production-ready tyre sensor fulfilling the before 
mentioned requirements in addition to TPMS. The accelerometers are widely 
used in research and industry. They can be extremely robust, small-sized and 
cost-efficient. The measured physical quantity, acceleration, can be related to 
many phenomena acting in the tyre. It can be used to detect vibration and by 
double integral, the contact deformation can be obtained.  

Various studies with different approaches have been conducted by using ac-
celerometer as a tyre sensor. One of the first published in-tyre accelerometer 
implementations studied the fundamental behaviour of the rolling tyre includ-
ing vibration and radial deformation [12]. Being widely used in vibration meas-
urements, the accelerometer has also been utilized to conduct operational 
modal analysis of rotating tyres [28]. It provides simpler and cheaper way to 
conduct the measurements than the typically used laser Doppler vibrometer. 
Tyre vibration has also a major role in the tyre noise generation. The correlation 
between the vibration and the wheel-slap noise was studied in [29] by utilizing 
accelerometer mounted in the tread groove. With in-tyre accelerometer, the ef-
fect of the tread block dynamics on the measured acceleration on the inner liner 
has been researched experimentally [30], [31]. These studies have shown the 
correlation between the high-frequency vibration and the tread block dynamics. 
In addition to vibration, the contact deformation has also been of interest in 
accelerometer studies. Tyre sideslip angle has been estimated based on the 
measured lateral deformation of the tyre in the contact patch by double inte-
grating the acceleration signal [32], [33]. By utilizing a tyre model, estimates of 
tyre forces and friction can be obtained. In a similar way, radial and longitudinal 
forces have been estimated from the acceleration signal. The radial forces can 
be estimated from the contact length change and the longitudinal forces from 
the phase shift between the contact angle and the wheel encoder angle as the 
tyre windup occurs [34]. This idea was further investigated by utilizing principal 
component analysis (PCA) and reducing the signal into few linear projections, 
which correlate with the tyre forces [35]. Application for road monitoring and 
road classification with intelligent tyre has been developed [36]. The basis of the 
classification is the frequency analysis of the tyre vibration. Additional sensors 
such as microphone has also been used to improve the accuracy of the classifi-
cation [37]. 
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A common factor for many tyre sensing approaches is the ability to estimate 
or classify specific variables in specific conditions with specific equipment. 
When operating conditions change significantly (e.g. temperature, tyre pres-
sure, tyre wear level), the methods fail to produce usable information. The ap-
plication-based development has been labelling the intelligent tyre research to 
some extent. Certainly tyre-optimized equipment and methods are required 
when reliable information for vehicle control systems is produced. However, the 
underlying phenomena are common to the tyre-road contact in larger scale. Un-
derstanding of these phenomena and their effect on tyre sensor information is 
the key to successful utilization.  
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3. Tyre with accelerometer 

3.1 Measurement setups 

The three-axis accelerometer model used in the measurements was Endevco 
35A Isotron [38]. It is an integrated electronic piezoelectric (IEPE) type sensor 
with a measurement range of ±1000 g. The accelerometer is AC coupled so that 
the DC component of the signal is removed, and thus for example the constant 
centrifugal acceleration is not measured. The sensor weighs only 1.1 grams and 
the dimensions are 7.62 x 6.35 x 6.35 mm. This sized sensor has a negligible 
effect on the tyre structure, which is essential for the tyre sensors as discussed 
earlier. The accelerometer was glued to the inner liner with cyanoacrylate adhe-
sive. The sampling rate for the acceleration signal was 25.6 kHz for all the meas-
urements. The coordinate system for the accelerometer axes is shown in Figure 
2 and Figure 3. The accelerations in X-, Y- and Z-axis are also called the tangen-
tial, lateral and radial acceleration respectively. 

The accelerometer model was the same in all of the measurements. For the 
aquaplaning measurements (Publications [I & II]), three accelerometers were 
used and mounted side-by-side to cover the half of the contact width as shown 
in Figure 2. This setup was also used for the friction study on equally smooth 
surfaces (Publication [III]). The first sensor located behind a longitudinal rib in 
the center. The second sensor was located behind a rib next to the centremost 
one (closer to the outside shoulder of the tyre). This rib was slightly narrower 
than the one in the centre. The third sensor was mounted behind a tread block 
on the outer shoulder part of the tyre. The tyre was Nokian Hakka Z 
(205/55R16). 

 

Figure 2. Three accelerometers mounted on the inner liner covering the half of the contact width 
and the coordinate system for the accelerometers (left). Accelerometer locations visualized 
in the contact patch (right). 
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The measurement setup for the real road friction measurements (Publication 
[V]) is shown in Figure 3. The data obtained with this setup was also used in the 
model-based approach presented in Publication [IV]. The tyre used in these 
measurements was Nokian Hakka Green (205/55R16) and one accelerometer 
was mounted on the inner liner. The accelerometer was located behind the cen-
tremost longitudinal tread rib and between the shallow lateral grooves in the 
rib. The coordinate system of the accelerometer is also shown in Figure 3. The 
quality of the measured data further improved in the new setup due to the dif-
ferent IEPE-amplifier, tyre inner liner and improved wiring. 

 

Figure 3. Instrumented car with the slip ring, wheel encoder and optical speed sensor (left). Tyre 
with the accelerometer mounted on the inner liner (centre). Accelerometer location visualized 
in the contact patch (right). 

The accelerometer tyre was mounted on an instrumented Volkswagen Golf V 
passenger car (see Figure 4). A special rim was used including an airtight flange 
with connectors for the accelerometer wiring. The excitation current for the sen-
sors and the signal from the sensors were transmitted then through a slip ring. 
The slip ring had an in-built wheel encoder, which was used to measure the 
wheel angle and the rotational speed. National Instruments data acquisition 
(DAQ) chassis and modules were used to log the data. Analog, digital, CAN-bus 
and IEPE-modules were used. The accelerometers were read by NI 9234 and NI 
9232 analog input modules with IEPE signal conditioning. The vehicle speed 
was measured by Correvit S-350 Aqua optical speed sensor. 

 

Figure 4. Measurement wheel with airtight flange with connectors for accelerometer wiring (left). 
Instrumented VW Golf V equipped with optical speed sensor, slip ring, and the accelerometer 
tyre (right). 
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3.2 Measurements 

The aquaplaning measurements were conducted on a special proving ground 
including a water pool with a controlled depth of water and a glass plate for 
high-speed imaging. The glass plate was filled with liquid and the depth was 
comparable to the water depth of the water pool (8 mm). A high-speed camera 
was mounted below the glass plate so that the runover could be recorded. The 
resolution of the camera was 1024 x 1024 pixels and the frame rate 2000 frames 
per second. Before the water pool section, there was a dry asphalt straight, 
which was also used to obtain data. Triggering points were used to separate the 
data between the sections during data processing. 

The measurement procedure was as follows. First, the car was accelerated to 
the measurement speed and driven over the glass plate for high-speed imaging. 
With the same speed, the car was driven first through the dry asphalt section 
followed by the water pool to obtain the data from the accelerometers. The 
clutch was disengaged before entering the dry asphalt section so that the tyre 
was freely rolling (except the speeds of 20 km/h and below when the clutch was 
engaged to provide enough traction to manage through the measurement). The 
high-speed imaging and the accelerometer measurement were conducted thus 
in separate sections but on the same measurement run. The procedure was re-
peated with different tyre pressures and driving speeds. Critical aquaplaning 
speeds for different tyre pressures were determined in a separate test in which 
the car was accelerated near the full aquaplaning speed. The speed of the vehicle 
at the time when the wheel rotational speed rapidly increased was recorded as 
the critical speed. The data from these measurements were used in Publications 
[I & II]. 

 

Figure 5. The test track for the aquaplaning measurements containing dry asphalt section and 
the water pool section. 

Next, the effect of friction level on the measured acceleration on the inner liner 
was researched. To study the pure frictional phenomena, two equally macro-
smooth surfaces with different friction levels were chosen to remove the surface 
roughness effect on the measured signal. The surfaces were smooth ice, and 
smooth concrete as show in Figure 6. Driving speeds were limited to 10, 20 and 
30 km/h due to the test site limitations. The car was accelerated to the test speed 
and the clutch was disengaged before the measurement started. Three different 
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tyre pressures were tested: 2.2, 2.4 and 2.6 bar. The data from these measure-
ments were used in Publication [III]. 

 

Figure 6. Two equally macro-smooth surfaces with different friction levels used in Publication [III]. 
(a) Smooth ice and (b) smooth concrete. 

The final measurements were conducted on a proving ground used for vehicle 
testing. This time real road conditions were used for the measurements includ-
ing asphalt, smooth ice, rough ice and snow surfaces. The asphalt surface was 
comparable to a typical Nordic road in good condition. The smooth ice was com-
parable to a frozen lake surface with smooth macro-roughness. The rough ice 
represented frozen asphalt surface with more sharp roughness on the top. The 
snow surface was packed snow comparable to a ploughed snow road. With these 
test surfaces, the friction, roughness and deformability effect of the surface on 
the measured acceleration could be considered. The rough ice was rougher than 
the asphalt and on the other hand, the friction was lower. By having also the 
smooth ice surface, the friction and roughness effects could be separated. The 
snow surface differs greatly from the three other surfaces since it is highly de-
formable compared to the others. This results in significantly different contact 
mechanism. A visualization of the properties of the used surfaces is shown in 
Figure 7. The effective roughness in this case indicates the surface roughness 
affecting mainly the vibration of the tyre (i.e. macro-roughness). The data from 
these measurements were used in Publications [IV & V]. 

3.3 Methods 

To interpret the tyre sensor data, multiple data processing methods have been 
utilized. Efficient filtering and frequency analysis methods are needed to reveal 
the phenomena of interest from the acceleration signals. 
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Figure 7. Typical friction and roughness levels for the three different surface types marked with 
the transparent areas. Relative friction level and surface roughness for the four real road test 
surfaces used in Publication [IV & V] marked with the symbols. 

3.3.1 Aquaplaning 

The following section describes the methods used in Pulication [I]. The tyre-
road contact length is determined based on the tangential acceleration signal. 
After zero-phase Butterworth low-pass filtering the signal, the acceleration 
waveform shows two or three peaks depending on the contact conditions. The 
detection of the peaks from the filtered signal is conducted by finding points 
where the derivative of the signal goes to zero. In the case of partial aquaplaning 
(see Figure 8 (a)), three prominent peaks are present. The first negative peak is 
assumed to indicate the moment when the sensor part of the tyre hits the water. 
This is followed by another negative peak when the tyre comes in contact with 
the road surface. The third positive peak indicates the sensor leaving the con-
tact. The section between the first two peaks is the hydrodynamic region where 
the hydrodynamic forces of the water dominates. The tyre forces are transmitted 
to the road through the weak viscous forces of the water layer in this region. The 
other section between the second and third peak is presenting the viscous or wet 
contact region. In this region, the tyre is in contact with the road but a thin layer 
of liquid is present. The viscous properties of the liquid determines how easily 
the tread can squeeze the liquid away from the contact. However, this region is 
the main contributor for the tyre force generation. Since the trailing part of the 
contact is creating most of the tyre forces in this case, the aligning moment 
transmitted through the steering wheel can give the driver a misleading feel of 
grip until it is completely lost. 

In the full aquaplaning, the tyre is completely lifted away from the road con-
tact. In this case, there are practically no tyre forces transmitted to the road ex-
cept the weak viscous forces. The low-pass filtered accelerometer signal shows 
two peaks (see Figure 8 (b)) as in the case of normal dry contact. However, the 
raw signal shows clear indication of water present in the contact. Significant vi-
bration can be detected throughout the contact due to the water layer turbu-
lence. 

The coloured bars are located above the high-speed images by visually inspect-
ing the detachment of the centremost tread rib from the contact at the trailing 
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edge. Thus, it is the contact length information from accelerometer 1 that is first 
located over the high-speed image and the two other contact lengths from the 
accelerometer 2 and 3 added with corresponding phase shift as observed from 
the time-domain signals. The difference in time between the trailing edge peaks 
from the sensors are transformed into distance by multiplying the time with the 
speed of the wheel. Now the coloured bars are indicating not only the contact 
lengths but also the relative difference in distance when the contact on each sen-
sor location occurred.  

 

Figure 8. Contact length determination method for (a) partial aquaplaning and (b) full aquaplan-
ing. The dark solid line is the filtered signal and the markers show the detected peak values. 
The red and green bars show the identified contact lengths that are shown in the results 
section. 

3.3.2 Water detection 

In Publication [II], the aquaplaning measurement data is further processed. The 
detection of the leading and trailing edge is once again done by seeking the 
peaks (i.e. derivative is zero) of the filtered tangential acceleration. Filtering 
method is slightly improved from the Publication [I] by applying third order 
zero-phase Butterworth band-pass filter. A fixed lower limit of 10 Hz is used to 
remove the non-contact-related low-frequency components. A moving upper 
limit of 75 - 400 Hz is used for driving speeds of 20 - 100 km/h respectively. 

To detect the presence of water in the tyre-road contact, the lateral accelera-
tion signal is utilized. Since the normal excitation from the road contact is lowest 
in the lateral direction, all external excitation produce rather noticeable differ-
ence. This is the case also with the turbulent water flow in the contact. A band-
pass filtering routine similar to the contact length detection is implemented for 
the lateral acceleration signal to separate the frequencies excited by the water. 
A moving lower limit of 300 – 1000 Hz for driving speeds of 20 – 100 km/h 
respectively and a fixed upper limit of 2000 Hz is used. The filtered acceleration 
signal is then divided into pre-contact and contact sections as shown in Figure 
9. 

The absolute values of the filtered signals are integrated over these two sec-
tions to obtain quantitative indicators of the vibration. For the pre-contact sec-
tion, the integral with respect to the rotation angle of the wheel φ is done be-
tween the point xpc and xc1: 

   (3.1) 
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Figure 9. Pre-contact and contact sections marked in the raw lateral acceleration signal from dry 
and wet at 40 km/h. 

Respectively, the indicator for the contact region vibration is integrated between 
the point xc1 and xc2: 

   (3.2) 

The indicators are then normalized by the driving speed to obtain comparable 
values. Threshold values are set for the indicators to separate dry and wet con-
tact. The pre-contact indicator Apc increases if there is water on the road exciting 
the tyre before the leading edge. The contact indicator Ac increases if there is a 
water layer between the tyre and the road. The latter can be used to recognize 
the full aquaplaning. The procedure for the determination of the tyre-road con-
tact state is illustrated in Figure 10. 

 

Figure 10. Procedure for the aquaplaning state determination. 
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3.3.3 Friction potential 

To find the friction potential indicators on equally smooth surfaces, frequency 
analysis for the acceleration signals is applied in Publication [III]. In order to 
separate the friction related vibration components, the acceleration signal is 
first band-pass filtered. A lower frequency limit of 2 kHz and a higher limit of 5 
kHz is used. As discussed previously, the tread vibration has been found to exist 
in the high frequency range. Discrete Fourier transform (DFT) is then utilized 
to obtain the power spectrum of the band-pass filtered signal. By integrating the 
area under the power spectrum curve, an indicator of friction potential is pro-
posed.  

The real road conditions and their effect on the acceleration signals provoke 
the need for more sophisticated frequency analysis method as is used in Publi-
cation [V]. The Hilbert-Huang transform (HHT) is a data-driven, empirical and 
adaptive analysis method for nonlinear and non-stationary data [39], [40]. It 
does not rely on any assumption of a priori determined function as the basis of 
the analysis like the traditional methods such as Fourier spectral analysis and 
wavelet analysis. The HHT comprises two steps: the empirical mode decompo-
sition (EMD) and the Hilbert spectral analysis (HSA). 

The EMD is utilized to separate band-limited components from the original 
signal consisting of multiple different oscillating modes. Thus, the original sig-
nal will be decomposed into intrinsic mode functions (IMF) which satisfy the 
requirement of having envelopes symmetric with respect to zero and having the 
same number of extrema and zero-crossings. The main purpose of the EMD is 
to ensure the Hilbert transform to be meaningful when applied to the IMFs. 

The EMD process is illustrated in Figure 11. It starts by taking the original sig-
nal x(t) and finding the extrema i.e. the local maxima and minima of the signal. 
Upper envelope u(t) is created by connecting the maxima by a cubic spline. The 
lower envelope l(t) is formed respectively by connecting the minima. The mean 
m(t) of these envelopes is then subtracted from the original signal x(t) and the 
result is assigned as the first proto-IMF h(t). This proto-IMF will then be as-
signed as the original data and the process is repeated until a stopping criterion 
is fulfilled. This process is called sifting. The stopping criterion used for the sift-
ing is based on the normalized squared difference between two consecutive sift-
ings [39]: 

  (3.3) 

When the criterion is fulfilled, the proto-IMF will be the first final IMF and is 
subtracted from the original signal and the result is treated as the original sig-
nal. The first IMF contains the shortest waveforms i.e. highest frequency com-
ponents contained in the signal. Then the process is repeated until the last IMF 
is a monotonic function and no further IMFs can be decomposed. 

The EMD has now resulted in IMFs containing band-limited components, 
which will form the original data when summed together. The IMFs can then be 
assigned with the HSA procedure, for which the following equations are adopted 
from [39]. 
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Figure 11. Empirical mode decomposition process. 

HSA starts by applying the Hilbert transform which for a real valued signal x(t) 
is defined as: 

  (3.4) 

where PV is the principal value of the singular integral. An analytic signal z(t) 
comprising the real valued signal x(t) and its Hilbert transform y(t), is defined 
as: 

  (3.5) 

from which can be seen that the instantaneous amplitude ains(t) and the phase 
function θ(t) are functions of time. These can now be presented as: 

   (3.6)  

   (3.7) 

The instantaneous frequency can then be derived from the unwrapped phase 
function: 

   (3.8) 

The time-frequency-energy representation of the data is called the Hilbert en-
ergy spectrum and is defined as: 
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  (3.9) 

It can be used to analyse the distribution of the energy of the IMFs in the time 
and frequency domain. This will be utilized with the accelerometer data to de-
compose different vibration components and to localize and detect especially 
the friction related vibration in the wheel angle coordinate. The time-domain 
data is transformed into wheel angle coordinate by utilizing the wheel encoder 
data. One wheel rotation is divided into 720 wheel angle bins in which the cor-
responding time-domain data is assigned. If multiple data points fall into a bin, 
the data points are averaged. The Hilbert spectrum is thus divided into 512 fre-
quency bins with 50 Hz resolution and 720 wheel angle bins with 0.5 deg reso-
lution. For plotting the results, 128 frequency bins are shown covering the fre-
quency range of 0-6400 Hz. 

3.3.4 Simplified flexible ring model 

Various ring models have been utilized to study the deformation of a rotating 
tyre numerically. In Publication [IV], the tyre is modelled as a flexible ring con-
nected by radial and tangential springs and dampers to the rim as shown in Fig-
ure 12, allowing deformation to tangential and radial direction (v and w respec-
tively). A simplified flexible ring model solution with the following equations as 
presented in [41] is adapted. Following assumptions are necessary to reach com-
putationally efficient solution for tyre-sensing applications especially without 
the knowledge of the external tyre-road interaction forces: 

 
 The ring is assumed to be in-extensible (i.e. the circumferential length 

of the ring does not change) since modern tyre belts are extremely stiff 
in the circumferential direction. This results in following relation w=-v' 
(the prime denotes a differentiation with respect to the rotation angle 
φ). 

 In the contact, the deformation is assumed to follow geometric relations 
determined by the ring deforming against the flat surface.  

 Outside the contact, the external forces are zero.  

 

Figure 12. Flexible ring tyre model. 
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The variables describing the tyre properties are as follows: 
 p0  inflation pressure 
 a  unloaded tyre radius 
 b  belt width 
 cw  damping in radial direction 
 cv  damping in tangential direction 
 kw  spring stiffness in radial direction 
 kv  spring stiffness in tangential direction 

 
With the mentioned assumptions, the equation of motion outside the contact 
can be expressed as:  

  (3.10) 

where p is the nominalized inflation pressure (p0a/b), c is the equivalent damp-
ing (cw+cv) and k is the equivalent spring stiffness (kw+kv). The solution for 
(3.10) can be expressed as: 

   (3.11) 

Where: 

   (3.12) 

The radial deformation of the tyre outside the contact can be divided into two, 
the pre-contact wf and after-contact wr deformation: 

    (3.13) 

    (3.14) 

The radial deformation in the contact region is assumed to be governed by the 
geometric relations: 

   (3.15) 

where δ is the maximum radial deformation of the tyre. Following boundary 
conditions are set to satisfy the uniform behaviour at the leading and trailing 
edge: 

 ,   (3.16) 

 

 ,    (3.17) 

where ds=(w+a)dφ. With the boundary definitions, the following equations are 
derived: 

   (3.18) 

   (3.19) 

  (3.20) 
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The leading φf and trailing φr edge angles and can then be numerically solved. 
Thus, the radial deformation can be obtained and the acceleration profile based 
on the model derived. 

 

Figure 13. Radial acceleration derived from the model and the measured acceleration. 

The acceleration profile is fitted to the measured acceleration data by utilizing 
a trust-region-reflective non-linear data fitting in the least squares sense. The 
estimated parameters are a, k, c, p and δ. Figure 13 shows an example of the 
acceleration profile derived from the contact deformation model fitted to the 
measured acceleration. The acceleration profile in the contact derived from the 
model shows curved shape as the pure radial deformation would produce. How-
ever, the sensor aligned with the road surface is not experiencing a change in 
the radial acceleration as visible from the measured signal. 

 

 
 

 



 

35 

4. Results and discussion 

4.1 Aquaplaning 

By utilizing methods described in section 3.3.1, a matrix of high-speed images 
overlayed with contact lengths calculated from the accelerometer measure-
ments is obtained and shown in Figure 14. Results for three different tyre infla-
tion pressures (1.8, 2.2 and 2.6 bar) and four different driving speeds (40, 60, 
80 and 100 km/h) are shown. In the images, the leading edge of the tyre-road 
contact is on the right and the trailing edge is on the left. The green and red bars 
indicate the wet road contact and the hydrodynamic water contact respectively 
as introduced in section 3.3.1. These results were published in Publication [I].  

At 40 km/h, the water contact does not produce a detectable peak and no in-
dication of hydrodynamic region can be found. Contact length on the shoulder 
part (sensor 3, see Figure 14) is shorter than in the centre of the contact (sensors 
1 and 2). This is due to the combination of slightly elliptic contact patch shape 
and the effect of the camber angle. 

At 60 km/h, the road contact lengths slightly decrease and the hydrodynamic 
region becomes detectable. The red bars show the detected water contact well 
before the leading edge. The visual contact shape at the leading edge is straighter 
than in the case of 40 km/h. This is not observable from the accelerometer con-
tact lengths. 

At 80 km/h, the visual contact shapes from the images are highly distorted 
due to the water penetrating the centre part of the contact. The contact lengths 
measured with the accelerometers become more even and the shape is similar 
to the visual contact but not as pronounced. 

At 100 km/h, there is still some form of visual contact in the images. However, 
the visual contact lengths are barely visible and can include a thin layer of liquid 
between the glass and the tyre resulting in negligible friction forces produced. 
The tyre is in full aquaplaning which results in detecting only the hydrodynamic 
region with the accelerometers. 

In Figure 15, the contact lengths measured by the accelerometers 1 and 3 (the 
centremost and the outermost respectively) are plotted. The effect of the infla-
tion pressure on the contact length can be observed at lower speeds. The lower 
pressure increases the contact length. When approaching the aquaplaning 
speeds, the contact lengths from the two sensors are clearly becoming more 
even. Very close to the full aquaplaning speed, the lower inflation pressure re-
sults in shorter contact length. The critical aquaplaning speeds, determined as 
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described in section 3.2, for different inflation pressures were 77 km/h (1.8 bar), 
82 km/h (2.2 bar) and 89 km/h (2.6 bar). 

 

Figure 14. High-speed images and contact lengths from the accelerometer measurements (red 
bar: hydrodynamic aquaplaning, green bar: wet road contact). 

4.2 Water detection 

The results from the aquaplaning measurements were further analyzed with 
methods described in section 3.3.2. The detected contact lengths and the states 
of the wet contact by the proposed method are shown for four driving speeds in 
Figure 16. These results were published in Publication [II]. 

As can be seen at 40 km/h, the water contact is now detected from the lateral 
vibration. This was not possible with the pure contact length measurement as 
was shown in section 4.1. The method enables the detection of the water even if 
it has no impact on the actual contact length. Small layer of water can lower the 
friction coefficient significantly and thus it is in high priority to be detected. Up  
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Figure 15. Contact lengths determined from the tyre sensors 1 and 3. The critical aquaplaning 
speed (i.e. contact length is zero) is defined by a separate measurement. 

to 80 km/h, the pre-contact vibration indicates water contact but the contact 
section shows no signs of full aquaplaning. At 100 km/h, the indicator Ac in-
creases due to the increased vibration throughout the contact. There is no actual 
tyre-road contact left and the tyre is lifted on top of the water layer. Thus, the 
state of the contact is determined as full aquaplaning. 

 

Figure 16. Contact lengths and the detected states of the wet contact detected by the method 
described in section 3.3.2. The white background indicates the dry asphalt and the blue back-
ground indicates the waterpool section. 
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4.3 Model-based approach 

By utilizing a physical ring tyre model, described in section 3.3.4, a method to 
remove the acceleration profile caused by the contact deformation from the 
measured tyre sensor signal is introduced. In addition, the model parameters 
are estimated and the contact length information is obtained by fitting the 
model to the measured data. The data are obtained from the real road surfaces 
described in section 3.2. These results were published in Publication [IV]. 

The average values and standard deviations of the estimated model parame-
ters for 10 tyre rotations at 40 km/h on different surfaces are shown in Table 1. 
It is clearly visible that the standard deviation of the parameters increase when 
moving from asphalt surface to ice and snow surfaces. This can be related to the 
fact that the contact boundaries are different for the low-friction and deforma-
ble surfaces than for the high-friction asphalt surface. The excitation from the 
asphalt remains rather stable whereas the slippery ice surfaces enable local slid-
ing in the contact boundaries and thus the contact deformation varies slightly 
from one rotation to another. The effect of the snow surface is much more pro-
nounced since the surface deforms under the tyre and the deformation of the 
tyre varies greatly. 

Table 1. Average values and standard deviations of the estimated model parameters for 10 tyre 
rotations at 40 km/h. 

Estimated 
parameter 

Average 

 

Standard Deviation 

Asp. S. Ice R. Ice Snow Asp. S. Ice R. Ice Snow 

a  [10-2 m] 31.04 31.00 29.91 30.15 0.34 0.78 1.01 1.28 

k  [106 N/m2] 12.2 13.1 13.2 12.5 0.66 1.44 2.38 3.34 

c  [104 Ns/m2] 2.27 2.54 2.87 1.21 0.58 0.82 1.44 1.77 

p  [105 Pa] 14.9 15.1 14.9 15.6 0.061 0.087 0.198 0.54 

δ  [10-2 m] 2.56 2.61 2.56 2.69 0.06 0.09 0.15 0.26 

 
The model parameters can be used to estimate the changes in operating con-

ditions. One such application would be the detection of the loose surfaces (e.g. 
snow, gravel, mud) where the changes in contact deformation are significant. 
By averaging the estimated parameters throughout the normal operation of the 
tyre, the smaller changes could also be detected. 

Table 2 shows the average values and standard deviations for the estimated 
contact angles (i.e. φr-φf). The contact lengths are then calculated by multiply-
ing the time difference between the leading and trailing edge and the speed of 
the sensor (i.e. the speed of the wheel, zero-slip assumed for freely rolling tyre). 

The contact lengths could be obtained reliably also for the snow surface, which 
poses difficulties with the traditional signal peak-seeking method. This is a great 
benefit since contact length estimate is one of the most interesting variable an 
intelligent tyre can provide. Reliably estimating the contact length under condi-
tions creating fluctuations in the acceleration signal (e.g. road irregularities and 
loose surfaces) is of high importance. The deviation of the contact length again 
highlights the varying contact mechanism of the loose surface as discussed ear-
lier. 
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Table 2. Average values and standard deviations of the estimated contact lengths and contact 
angles for 10 tyre rotations. 

 km/h 

Average 

 

Standard Deviation 

Asp. S. Ice R. Ice Snow Asp. S. Ice R. Ice Snow 

Contact 
length 

[m] 

40 0.114 0.118 0.120 0.119 0.003 0.004 0.007 0.012 

60 0.114 0.117 0.118 0.126 0.004 0.002 0.003 0.005 

80 0.114 0.118 0.123 0.115 0.005 0.002 0.006 0.010 

Contact  
angle 
[deg] 

40 21.4 22.2 22.6 22.5 0.6 0.6 1.3 2.3 

60 21.5 22.0 22.2 23.8 0.6 0.4 0.5 1.0 

80 21.4 22.2 23.0 21.6 0.9 0.3 1.0 1.8 

 
In Figure 17, the measured raw radial acceleration data and the estimated accel-
eration profile due to the contact deformation are shown. Also in the figure, the 
residual acceleration data when subtracting the estimated acceleration profile 
from the raw data are shown for the different surfaces. Each graph contains ac-
celeration data from 10 tyre rotations. The estimated acceleration profile shown 
is the average from those 10 rotations and is used for visualization. 

 

Figure 17. Measured raw acceleration data and the estimated acceleration profile caused by the 
contact deformation on the left. Residual acceleration data after subtracting the estimated 
acceleration profile on the right. 

  As can be seen from the residual data, the increasing and decreasing ramps 
caused by the deformation of the tyre are removed. This serves as a filtering 
method removing the effect of the contact deformation. The residual data can 
be used to analyse the acceleration data further without traditional filtering. 
Physical model-based filtering provides a way to process the data without losing 
any valuable additional information. 
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Figure 18. Normalized standard deviation of the residual acceleration for 10 tyre rotations. 

In Figure 18, the standard deviation of the residual acceleration data is shown 
for 10 tyre rotations against the wheel angle. This provides a way to locate the 
regions with the most varying acceleration signal throughout the measurements 
on different surfaces. 

 The relative order of the deviation in the measured signals on different sur-
faces is clearly noticeable. The asphalt provides well-defined contact bounda-
ries, as it is rigid and has high friction. Thus, it has the lowest deviation through-
out the measurements. Smooth ice surface introduces lower friction level and 
thus more varying contact boundaries resulting in slightly increased deviation 
throughout the rotation of the tyre. Rough ice surface has more roughness than 
the smooth ice surface in addition to the low friction level. This results in even 
larger deviation. The snow surface results in clearly larger deviation than any 
other surface. As discussed earlier, this is a result of the high deformability, 
characteristic for the snow. This can also be detected inside the contact region, 
where other surfaces have relatively low deviation due to the flat contact con-
taining no significant signal variation. On snow, the acceleration signal varies 
even in the contact resulting in an increased standard deviation. The tyre is not 
deformed against a rigid surface in this case and the contact patch can deform 
with the snow. 
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4.4 Tyre-road contact friction potential 

For the tyre-road contact friction potential research, two different approaches 
were used. First, measurements were conducted on two equally macro-smooth 
surfaces with different friction levels to study the pure friction phenomenon and 
second, real road surfaces with different roughness, friction and deformability 
levels were introduced. 

4.4.1 Equally macro-smooth surfaces 

The two equally macro-smooth surfaces with different friction levels were cho-
sen to study the pure friction related phenomena. The following results were 
published in Publication [III]. Figure 19 shows the raw acceleration signals 
measured on the smooth ice and concrete surfaces. The region of interest is the 
pre-contact part, framed in the graphs. The local sliding at the leading edge ex-
cites the tread and high-frequency vibration can be detected. The phenomenon 
is rather subtle and averaging over multiple rotations is needed to reliably detect 
such vibration. The excitation in the tangential and radial (X- and Z-axis respec-
tively) direction is larger than in the lateral (Y-axis) direction and thus the meas-
ured vibration is more pronounced. 

In Figure 20, a typical power spectrum for the band-pass filtered tangential 
acceleration signal is shown for the both surfaces. Due to the increased sliding-
induced high-frequency vibration, the power of the signal is higher on ice than 
on the concrete. The area under the power curve was integrated and averaged 
for five tyre rotations on both surfaces. These averaged values of area under the 
curve for different tyre pressures and driving speeds are shown in Figure 21. For 
20 and 30 km/h speeds on ice, the values are at least twice as large as on con-
crete surface for the tangential and radial acceleration. The lower excitation at 
10 km/h speed reduces the measured vibration and the differences are not as 
large but still noticeable. The values on ice for lateral acceleration are larger than 
on concrete but the difference is clearly smaller. 

By comparing the averaged values of the area under the power spectrum, an 
indicator for friction potential classification on equally macro-smooth surfaces 
is proposed. The increase in sliding-induced vibration at the leading edge is de-
tectable on low-friction surface in the case of equally macro-smooth surfaces. 
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Figure 19. Acceleration signals from accelerometer 1 on ice and on concrete at 20 km/h (2.2 bar 
inflation pressure). 

 

Figure 20. Typical power spectrum of the band-pass filtered tangential acceleration from equally 
macro-smooth ice and concrete surfaces. 
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Figure 21. Average values for five rotations for the area under power spectrum of the band-pass 
filtered acceleration signals (accelerometer 1). 

4.4.2 Real road conditions 

In this section, the results from the measurements on real road conditions are 
shown and discussed. The following results were published in Publication [V]. 
As mentioned earlier, the introduction of the different roughness and deforma-
bility levels in addition to friction makes the detection of the local sliding more 
complicated. With equally macro-smooth surfaces, the leading edge vibration 



Results and discussion 

44 

could be related to the different friction levels. The leading edge vibration how-
ever, highly correlates with the surface roughness and the detection of the local 
sliding due to the low friction becomes complicated. By utilizing methods de-
scribed in section 3.3.3, the following results were obtained on real road sur-
faces. 

As discussed in section 2.1, the longitudinal shear stresses play important role 
in the tyre-road contact. The most interesting areas are the contact boundaries 
where the slip prone regions locate. Figure 22 shows the Hilbert energy spectra 
for the four surfaces, calculated from the first IMF of the tangential acceleration 
signal. The spectra are averaged from 15 tyre rotations. The vertical lines indi-
cate the leading and trailing edges obtained by averaging the angle values from 
the 15 rotations. 

By observing the trailing edge region, differences between the surfaces are de-
tected. The energy of the vibration is distributed around the trailing edge on the 
both ice surfaces and on snow. In the trailing part of the contact, increased vi-
bration is observable compared to the asphalt surface due to the local sliding of 
the tread rubber. On asphalt, the friction prevents the local sliding and the en-
ergy of the vibration is lower. The high-frequency vibration is concentrated right 
after the contact where the vibration excited by the contact deformation and the 
surface roughness occurs. The leading part of the contact also shows similar dif-
ferences. The lower friction enables the sliding-induced vibration to occur also 
after the leading edge in the contact. This phenomenon is more pronounced in 
lateral acceleration signal as will be shown later. In the pre-contact part, the 
vibration is strongly dominated by the surface roughness. 

 

Figure 22. 5 x 5 Gaussian filtered Hilbert energy spectrum of the first IMF decomposed from the 
tangential acceleration at 40 km/h. 

In Figure 23 (a), the energy of the vibration in the first IMF of the tangential 
acceleration signal is plotted for the 15 rotations separately. The energy is the 
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summed energy of the vibration from all the frequency bins at corresponding 
wheel angle. The wheel angle axis is zoomed around the trailing edge. As is now 
clearly visible, the surface roughness is a significant contributor also at the trail-
ing edge. The energy of the vibration after the trailing edge is clearly higher on 
rough ice and asphalt surfaces. Inside the contact, the trailing part (area of in-
terest) vibration can be again detected on low-friction surfaces. The snow sur-
face is rather different from the three other surfaces as it is highly deformable. 
This results in significantly different contact mechanism exciting more the 
lower frequencies. The detection of the loose surfaces should thus be done by 
also considering the IMFs containing longer waveforms. 

 

Figure 23. (a) The energy of the first IMF of the tangential acceleration in the trailing part of the 
contact for 15 rotations. (b) The mean values and the standard deviations for the summed 
energy of the first tangential acceleration IMF from 15 rotations in the trailing part of the 
contact (area of interest). (c) The coordinates used for the wheel angle information. 

Figure 23 (b) shows the calculated mean values and standard deviations of the 
summed energies from the first IMF of tangential acceleration for 15 rotations. 
These values contain the summed energy from all of the frequency bins between 
the 180 deg wheel angle and the trailing edge (area of interest as shown in Figure 
23 (c)). The energy of the vibration correlates with the friction level so that the 
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higher energy results from the lower friction. The friction coefficients for the 
surfaces were not measured and the relative order of the friction levels are based 
on observations during the measurements. 

In Figure 24, similar Hilbert energy spectra are plotted as in Figure 22 but 
now for the first IMF of the lateral acceleration signal. As mentioned earlier, the 
local sliding is detectable also in the leading part of the contact, especially in the 
lateral acceleration. When observing the leading part of the contact (after the 
leading edge), higher energy of vibration can be seen on both ice surfaces than 
on asphalt. Once again, this indicates sliding-induced vibration rather than the 
surface roughness excited vibration. The snow results in widely distributed vi-
bration energy due to the deformability of the surface similarly to the case of 
longitudinal acceleration. In the trailing part of the contact, the lateral acceler-
ation does not indicate sliding-induced vibration, as was the case with longitu-
dinal acceleration signal. The differences can be explained by the shear stress 
distributions in the contact. The longitudinal stress distribution is more prone 
to slip-regions at the trailing edge as was discussed in section 2.1. 

 

Figure 24. 5 x 5 Gaussian filtered Hilbert energy spectrum of the first IMF decomposed from the 
lateral acceleration. 40 km/h. 
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5. Conclusions 

Intelligent tyres can provide vital information for many applications such as au-
tonomous vehicles, advanced driver assistance systems, intelligent infrastruc-
ture and road monitoring. Moving from measuring what has happened in the 
tyre-road contact with the vehicle sensors to measuring what is happening in 
the contact is a fundamental change. However, interpreting the complex tyre 
responses and retracting the valuable information from the rotating tyre by ful-
filling the vehicle safety standards at the same time is a demanding task. 

In this thesis, accelerometers were used as tyre sensors to study the effects of 
aquaplaning and friction potential on the tyre inner liner response. In addition, 
a simplified flexible ring tyre model was used for the tyre sensor data interpre-
tation. 

For the aquaplaning measurements, traditional high-speed imaging on a liq-
uid covered glass plate was conducted in addition with the accelerometer tyre 
measurements. These two methods were compared and following conclusions 
were made. The contact lengths and contact shape obtained from the accelera-
tion signals showed generally similar distortions to high-speed images with dif-
ferent tyre pressures and driving speeds. The distortions from the sensor data 
were however smaller than the visual inspection of the images suggested. The 
difference is because the thin liquid layer and its transparency has a significant 
effect on the visual interpration whereas on the inner liner the major defor-
mations are detected. The accelerometers could detect the initial contact with 
the water well before the critical aquaplaning speeds. This information can be 
utilized for the vehicle safety systems as well as for the tyre aquaplaning re-
sistance research and development. The aquaplaning measurements were fur-
ther analyzed and an algorithm capable of detecting the lateral vibration caused 
by the water contact was proposed. The method could detect the water in the 
contact at lower speeds than the pure contact length information suggested. In 
addition, the full aquaplaning could be separated from the dry contact, which 
was impossible for the pure contact length measurement. 

The most important benefit the tyre sensors can provide for the tyre aquaplan-
ing and wet grip research is the ability to be used on real road surfaces. This 
provides a way to measure the aquaplaning resistance of the tyres under realistic 
contact conditions and at the same time give more accurate information than 
the traditional braking and critical aquaplaning speed tests. The results related 
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to the aquaplaning studies in this thesis covered a comprehensive range of driv-
ing speeds and tyre pressures, which showed the potential of accelerometer tyre 
to provide valuable information under typical operating conditions. 

The physical ring tyre model was used to estimate the acceleration profile 
caused by the contact deformation of the tyre. The model was fitted to the meas-
ured acceleration on different real road surfaces. The deviation in the model pa-
rameters obtained from the fitting suggested the different contact boundaries 
between the high-friction asphalt surface and the low-friction ice surfaces. The 
low friction enables sliding on the leading and trailing edge, which results in 
more varying contact. The snow surface resulted in significantly more varying 
contact since it is highly deformable and the contact conditions change through-
out the rotation of the tyre. The parameter estimation could be used to detect 
smaller changes in the operating conditions of the tyre by utilizing long time 
averaging of the parameters. The contact lengths were reliably obtained from 
the estimation even on snow surface, which poses difficulties for the traditional 
signal peak-seeking methods. This is a significant benefit for the tyre sensing in 
real varying conditions. The estimated acceleration profile could also be used 
for physical model-based filtering. By subtracting the estimated acceleration 
from the raw signal, the effect of the contact deformation could be removed. The 
residual data can then be used for other tyre sensing purposes without valuable 
additional information lost in the filtering. 

The effect of the friction potential in the tyre-road contact on the measured 
acceleration signals for freely rolling tyre were studied under different condi-
tions. First, the effect of surface roughness was neglected by choosing equally 
macro-smooth surfaces with different friction levels. The smooth ice and con-
crete surfaces were used. By analysing the high-frequency components of the 
acceleration signal in the pre-contact region, an indication of the local sliding-
induced vibration was found. The area under the band-pass filtered signal 
power spectrum was suggested as an indicator to differentiate the equally 
smooth surfaces with different friction levels. The most noticeable difference 
was found in the tangential and radial acceleration due to the largest excitation 
in these directions. 

The effect of the friction potential was studied further on real road conditions. 
Four different surfaces with different roughness, friction and deformability level 
were used to differentiate the effects of these parameters. Hilbert-Huang trans-
form was utilized to decompose and localize the vibration components in time-
frequency domain. The HHT provides an effective signal analysis method for 
non-linear and non-stationary data. It is empirically based method, which can 
be modified in various ways. Thus, the interpretation of the results must be done 
in accordance with the utilized processing techniques. The IMFs were decom-
posed and the first IMFs containing the high-frequency components were ana-
lysed to detect the local sliding in the contact. The other IMFs are also useful for 
tyre sensing applications containing the tyre structural vibration and the effect 
of the contact deformation. By forming Hilbert energy spectrum, the local slid-
ing-induced vibration could be localized. The energy of the tangential vibration 
in the trailing part of the contact was found to increase when friction decreases. 
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The roughness of the surface did not have effect on this vibration since the both 
ice surfaces (smoother and rougher than the asphalt) contained more energy 
than the asphalt surface. This was true also for the snow surface, however, the 
snow excites lower frequencies in the tyre and thus it should be detected from 
the IMFs containing longer waveforms. The detection of the tangential vibration 
in the trailing part of the contact can be explained by the longitudinal shear 
stress distribution where the slip-prone region is located near the trailing edge. 
The change in the shear stress direction during tread deformation at the trailing 
edge is also a contributor. The energy of the tangential and lateral vibration was 
found to slightly increase also in the leading part of the contact on low-friction 
surfaces. The low friction enables the local sliding when the tread comes in con-
tact with the road surface. These high-frequency vibrations in the contact patch 
of a freely rolling tyre are low in amplitude and dampen quickly in the tyre rub-
ber and thus pose challenges in the detection. The requirements for the accuracy 
and resolution of the sensor and related electronics are high since they also need 
to cover large amplitudes related to the contact deformation. The driving speeds 
covered in the results related to the friction potential were rather low and the 
tyre parameters were constant. Further work is thus suggested to cover wider 
range of operating conditions such as different tyres, inflation pressures, driving 
speeds and road surfaces. The results presented in this thesis have shown the 
possibility to detect the local sliding in the freely rolling tyre highlighting the 
potential of tyre sensing.   

The effects of different driving manoeuvres on the measured accelerations 
were also studied. It was concluded that the lateral deformation of the tyre un-
der steering was measureable. This could be utilized in lateral force estimation 
as suggested in the literature. Under braking on asphalt, the acceleration signal 
could clearly indicate the stick-slip regions in the contact patch. The progression 
of the slip region from the trailing part of the contact was noticeable under dif-
ferent slip ratios. Such accuracy provides possibilities for the accelerometer to 
be used in multiple tyre development tasks.  On ice, the transition from the stick 
to slip was so quick that it was not possible to detect partial sliding. Under trac-
tion, the vehicle performance was limiting the obtainable slip ratios but the ini-
tial slip at the trailing edge was detected. In addition, the asymmetric defor-
mation due to the braking and tractive forces were visible. 

A limitation for the methods presented in this thesis and many other intelli-
gent tyre applications is the limited execution and update time. It can be either 
the update rate from the sensor, which is once in one wheel revolution or the 
computational complexity of the algorithms that limits the use of these methods 
for example as a feedback for the ABS and ESC controllers. The methods can 
provide information for systems that utilize it at the update rate comparable to 
the sensor information. This includes updating the initial controller parameters 
before a needed manoeuvre based on the tyre-road contact information such as 
friction potential. 

The accelerometer is a potential tyre sensor type providing information on 
multiple phenomena occurring in the tyre. The possibility to detect the local 
sliding in the tyre-road contact from the vibration of the freely rolling tyre being 
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the most intriguing. This paves the road towards the highly desired friction po-
tential estimation. Further work is needed to study the multiple different oper-
ating parameters affecting the tyre sensor results. The possibility to measure the 
interesting underlying phenomena still needs to be validated for the various op-
erating environments the tyre is facing. Accelerometers are small-sized and ro-
bust, which are essential requirements for a production tyre sensor. The power 
supply to the rotating tyre and the data transmission from the tyre are still sig-
nificant challenges especially, if the required sampling rate is high. In addition, 
the development of robust methods to interpret the data in safety critical appli-
ances is a challenge to tackle. To conclude, this thesis provided an insight to the 
possible applications and methods, which help to develop a tyre of the 21st cen-
tury – an Intelligent Tyre.  



 

51 

References 

[1] A. Lie, C. Tingvall, M. Krafft, and A. Kullgren, “The Effectiveness of Electronic 
Stability Control (ESC) in Reducing Real Life Crashes and Injuries,” Traffic Inj. 
Prev., vol. 7, no. 1, pp. 38–43, 2006. 

[2] A. T. Van Zanten, R. Erhardt, G. Pfaff, F. Kost, U. Hartmann, and T. Ehret, 
“Control Aspects of the Bosch-VDC,” in International Symposium on 
Advanced Vehicle Control, AVEC’96. pp. 573–607, 1996. 

[3] S. Clark, Mechanics of Pneumatic Tires. Washington, 1981. 
[4] European Union Parliament, “Regulation (EC) No 661/2009 of the European 

Parliament and of the Council of 13 July 2009 Concerning Type-Approval 
Requirements for the General Safety of Motor Vehicles, Their Trailers and 
Systems, Components and Separate Technical Units Intended Therefor.” 2009. 

[5] “Pirelli Connesso,” 2017. [Online]. Available: 
http://www.pirelli.com/corporate/en/press/2017/03/07/pirelli-launches-a-
beautiful-and-intelligent-tyre-at-the-geneva-motor-show-which-interacts-
with-its-driver/. [Accessed: 14-Mar-2017]. 

[6] S. Clark, Mechanics of Pneumatic Tires. U.S. Department of Transportation, 
National Highway Safety Administration, 1981. 

[7] S. Gong, “A Study of In-Plane Dynamics of Tires,” Delft University of 
Technology, The Netherlands, 1993. 

[8] M. G. Pottinger, “The Three-Dimensional Contact Patch Stress Field of Solid 
and Pneumatic Tires,” Tire Sci. Technol., vol. 20, no. 1, pp. 3–32, 1992. 

[9] F. Liu, M. P. F. Sutcliffe, and W. R. Graham, “Prediction of Tread Block Forces 
for a Free-Rolling Tyre in Contact With a Rough Road,” Wear, vol. 269, no. 9–
10, pp. 672–683, 2010. 

[10] J. Kidney, N. Mani, V. Roth, J. Turner, and T. Branca, “Experimental and 
Computational Studies of Contact Mechanics for Tire Longitudinal Response,” 
in Tire Society Conference, 2011. 

[11] Y.-J. Kim and J. . Bolton, “Effects of Rotation on the Dynamics of a Circular 
Cylindrical Shell With Application to Tire Vibration,” J. Sound Vib., vol. 275, 
no. 3–5, pp. 605–621, 2004. 

[12] J. Périsse, “A Study of Radial Vibrations of a Rolling Tyre for Tyre–Road Noise 
Characterisation,” Mech. Syst. Signal Process., vol. 16, no. 6, pp. 1043–1058, 
2002. 

[13] O. J. Jousimaa, Y. Xiong, A. J. Niskanen, and A. J. Tuononen, “Energy 
Harvesting System for Intelligent Tyre Sensors,” in IEEE Intelligent Vehicles 
Symposium, 2016. 

[14] B. Breuer, U. Eichhorn, and J. Roth, “Measurement of Tyre/Road-Friction 
Ahead of the Car and Inside the Tyre,” in International Symposium on 
Advanced Vehicle Control, 1992, pp. 347–353. 

[15] T. Becherer, “The Sidewall Torsion Sensor System,” in 2. Darmstädter 
Reifenkolloquim, pp. 130–127, 1998. 

[16] A. Pohl, R. Steindl, and L. Reindl, “The ‘Intelligent Tire’ Utilizing Passive SAW 
Sensors Measurement of Tire Friction,” IEEE Trans. Instrum. Meas., vol. 48, 
no. 6, pp. 1041–1046, 1999. 

[17] J. Eom, H. Lee, and B. Choi, “A Study on the Tire Deformation Sensor for 
Intelligent Tires,” Int. J. Precis. Eng. Manuf., vol. 15, no. 1, pp. 155–160, 2014. 



 

52 

[18] R. Matsuzaki and A. Todoroki, “Wireless Strain Monitoring of Tires Using 
Electrical Capacitance Changes With an Oscillating Circuit,” Sensors Actuators 
A, vol. 119, pp. 323–331, 2005. 

[19] A. J. Tuononen, “Optical Position Detection to Measure Tyre Carcass 
Deflections,” Veh. Syst. Dyn., vol. 46, no. 6, pp. 471–481, 2008. 

[20] A. J. Tuononen and L. Hartikainen, “Optical Position Detection Sensor to 
Measure Tyre Carcass Deflections in Aquaplaning,” Int. J. Veh. Syst. Model. 
Test., vol. 3, no. 3, pp. 189–197, 2008. 

[21] A. J. Tuononen, “Vehicle Lateral State Estimation Based on Measured Tyre 
Forces,” Sensors, no. 9, pp. 8761–8775, 2009. 

[22] A. J. Tuononen, “Laser Triangulation to Measure the Carcass Deflections of a 
Rolling Tire,” Meas. Sci. Technol., vol. 22, pp. 1–8, 2011. 

[23] Y. Xiong and A. J. Tuononen, “The In-Plane Deformation of a Tire Carcass: 
Analysis and Measurement,” Case Stud. Mech. Syst. Signal Process., vol. 2, pp. 
12–18, 2015. 

[24] Y. Xiong and A. J. Tuononen, “Rolling Deformation of Truck Tires: 
Measurement and Analysis Using a Tire Sensing Approach,” J. 
Terramechanics, vol. 61, pp. 33–42, 2015. 

[25] Y. Xiong, “In-plane Tire Deformation Measurement Using a Multi-Laser 
Sensor System,” Aalto University, 2016. 

[26] R. Matsuzaki, N. Hiraoka, A. Todoroki, and Y. Mizutani, “Optical 3D 
Deformation Measurement Utilizing Non-Planar Surface for the Development 
of an ‘Intelligent Tire,’” J. Solid Mech. Mater. Eng., vol. 4, no. 4, pp. 520–532, 
2010. 

[27] T. R. Botha and P. Schalk Els, “Digital Image Correlation Techniques for 
Measuring Tyre-Road Interface Parameters: Part 2 - Longitudinal Tyre Slip 
Ratio Measurement,” J. Terramechanics, vol. 61, pp. 101–112, 2015. 

[28] S. Vercammen, C. G. Díaz, P. Kindt, J. Middelberg, C. Thiry, and J. Leyssens, 
“Experimental Characterization of the Dynamic Behavior of Rolling Tires,” in 
Proceedings of ISMA2012-USD2012, pp. 1617–1628, 2012. 

[29] T. Dare and R. Bernhard, “Accelerometer Measurements of Tire Tread 
Vibrations and Implications to Wheel-Slap Noise,” Tire Sci. Technol., vol. 41, 
no. 2, pp. 109–126, 2013. 

[30] M. Brusarosco, A. Cigada, and S. Manzoni, “Experimental Investigation of Tyre 
Dynamics by Means of MEMS Accelerometers Fixed on the Liner,” Veh. Syst. 
Dyn., vol. 46, no. 11, pp. 1013–1028, 2008. 

[31] M. Brusarosco, A. Cigada, and S. Manzoni, “Measurement and Analysis of Tyre 
and Tread Block Dynamics Due to Contact Phenomena,” Veh. Syst. Dyn., vol. 
49, no. 6, pp. 855–869, 2011. 

[32] S. Hong, G. Erdogan, K. Hedrick, and F. Borrelli, “Tyre–Road Friction 
Coefficient Estimation Based on Tyre Sensors and Lateral Tyre Deflection: 
Modelling, Simulations and Experiments,” Veh. Syst. Dyn., vol. 51, no. 5, pp. 
627–647, 2013. 

[33] R. Matsuzaki, K. Kamai, and R. Seki, “Intelligent Tires for Identifying 
Coefficient of Friction of Tire / Road Contact Surfaces Using Three-Axis 
Accelerometer,” Smart Mater. Struct., vol. 24, pp. 1-9, 2015. 

[34] S. M. Savaresi, M. Tanelli, P. Langthaler, and L. Del Re, “New Regressors for 
the Direct Identification of Tire Deformation in Road Vehicles Via ‘In-Tire’ 
Accelerometers,” IEEE Trans. Control Syst. Technol., vol. 16, no. 4, pp. 769–
780, 2008. 

[35] D. Krier, G. S. Zanardo, and L. del Re, “A PCA-based Modeling Approach for 
Estimation of Road-tire Forces by In-tire Accelerometers,” in Preprints of the 
19th World Congress The International Federation of Automatic Control, 
2014, pp. 12029–12034. 

[36] H. Morinaga, Y. Wakao, Y. Hanatsuka, and A. Kobayakawa, “The Possibility of 
Intelligent Tire (Technology of Contact Area Information Sensing),” in FISITA 
World Automotive Congress, 2006. 

[37] H. Morinaga, Y. Hanatsuka, Y. Wakao, and Bridgestone Corporation, “Sensing 
Technology Tire System for Road Surface Condition Judgement,” in FISITA 
World Automotive Congress, 2010. 



 

53 

[38] Endevco Corporation, “Model 35A Isotron Accelerometer Datasheet,” 2017. 
[Online]. Available: https://www.endevco.com/product/prodpdf/35A.pdf. 
[Accessed: 19-Jan-2017]. 

[39] N. E. Huang et al., “The Empirical Mode Decomposition and the Hilbert 
Spectrum for Nonlinear and Non-Stationary Time Series Analysis,” Proc. R. 
Soc. London A, vol. 454, pp. 903–995, 1998. 

[40] N. E. Huang et al., “A Confidence Limit for the Empirical Mode Decomposition 
and Hilbert Spectral Analysis,” Proc. R. Soc. A Math. Phys. Eng. Sci., vol. 459, 
no. 2037, pp. 2317–2345, 2003. 

[41] Z.-X. Yu, H.-F. Tan, X.-W. Du, and L. Sun, “A Simple Analysis Method for 
Contact Deformation of Rolling Tire,” Veh. Syst. Dyn., vol. 36, no. 6, pp. 435–
443, 2001. 



 

-o
tl

a
A

D
D

 
9

21
/

 7
10

2

 +b
ibfh

a*GM
FTSH

9  NBSI 1-8157-06-259-879  )detnirp( 
 NBSI 4-7157-06-259-879  )fdp( 

 L-NSSI  4394-9971
 NSSI 4394-9971  )detnirp( 
 NSSI 2494-9971  )fdp( 

 
ytisrevinU otlaA  

gnireenignE fo loohcS  
gnireenignE lacinahceM fo tnemtrapeD  

 if.otlaa.www

 + SSENISUB
 YMONOCE

 
 + TRA

 + NGISED
 ERUTCETIHCRA

 
 + ECNEICS

 YGOLONHCET
 

 REVOSSORC
 

 LAROTCOD
 SNOITATRESSID

 n
en

ak
si

N 
ot

r
A

 e
ry

t t
ne

gil
le

tn
i 

yb
 t

ca
tn

oc
 d

ao
r-

er
yt 

eh
t 

gn
is

ne
S

 y
ti

sr
ev

i
n

U 
otl

a
A

 7102

 gnireenignE lacinahceM fo tnemtrapeD

daor-eryt eht gnisneS  
 eryt tnegilletni yb tcatnoc

 nenaksiN otrA

 LAROTCOD
 SNOITATRESSID


	Aalto_DD_2017_129_Niskanen_verkkoversio

