
© 2007 IEEE

Reprinted with permission.

This material is posted here with permission of the IEEE. Such permission of the IEEE does not in any way imply IEEE endorsement of any of Helsinki University of Technology's products or services. Internal or personal use of this material is permitted. However, permission to reprint/republish this material for advertising or promotional purposes or for creating new collective works for resale or redistribution must be obtained from the IEEE by writing to pubs-permissions@ieee.org.

By choosing to view this document, you agree to all provisions of the copyright laws protecting it.
Improvement of the Conversion Performance of a Resonating Multimode Microelectromechanical Mixer-Filter Through Parametric Amplification

M. Koskenvuori and I. Tittonen

Abstract—The down-conversion performance of a multimodal microelectromechanical mixer-filter is improved over 30 dB by parametric amplification. The input signal is an amplitude-modulated signal with a carrier frequency of 0.5 GHz. The obtained amplification is shown to depend on the particular eigenmode in a predetermined way. Finally, a qualitative explanation for the behavior is given.

Index Terms—Communication systems, filter, microelectromechanical devices, mixer, parametric amplification.

I. INTRODUCTION

MICROELECTROMECHANICAL system mixer-filters (“mixlers”) have been presented for mixing applications, and even their use in RF reception has been suggested. However, all presented devices exhibit a rather large conversion loss [1]–[4] or require significant local oscillator (LO) [5] power for effective conversion, making them inappropriate for low-power wireless applications, although some studies have shown that the performance is likely to improve with improved impedance matching [3].

In this letter, we study the possibility of using parametric amplification to improve the conversion efficiency even further. Previously, the performance of mechanical oscillators [6]–[9], various sensors [10]–[13], and even filters [14] have been enhanced or tuned with parametric resonance or amplification. In parametric amplification, one well-defined physical property is modulated at a frequency of \( \frac{2\omega_0}{n} \), where \( \omega_0 \) is the fundamental resonance frequency of vibration and \( n \) is an integer. We perform the parametric amplification with \( n = 1 \) through the modulation of spring constant \( k_0 \) by the gradient of the electric field. We use a resonator consisting of two double-ended tuning fork (DETF) periods that are coupled by a mechanical beam for increased isolation as a mixler [Fig. 1(a)] [3].

The differential equation describing parametrically amplified mechanical system can be written in the form of

\[
m\ddot{x} + \frac{m\omega_0}{Q} \dot{x} + \left[ k_0 + \Delta k \sin(2\omega_0 t) \right] x = F_0 \cos(\omega_0 t + \phi)
\]

where \( m \) and \( Q \) are the effective mass and quality factor of the resonator, respectively. \( \Delta k \) is the modulation amplitude of the spring constant, and \( \phi \) is the phase difference between the exciting and the pumping signal. The displacement \( x \) and gain \( G \) are [6]

\[
x(t) = \frac{F_0 Q}{k_0} \left( \frac{\cos \phi}{1 + \frac{Q \Delta k}{2k_0}} \sin(\omega_0 t) + \frac{\sin \phi}{1 - \frac{Q \Delta k}{2k_0}} \cos(\omega_0 t) \right)
\]

\[
G = \left[ \left( \frac{\cos \phi}{1 + \frac{Q \Delta k}{2k_0}} \right)^2 + \left( \frac{\sin \phi}{1 - \frac{Q \Delta k}{2k_0}} \right)^2 \right]^{1/2}.
\]

In this letter, the feasibility of parametric amplification for the improvement of the device performance is analyzed, and the results not only indicate the validity of the method but also bring important design aspects into the consideration of the reader.

II. DEVICE AND OPERATION

The input signal is an \( f_C = 0.5 \) GHz carrier signal that is amplitude modulated at the resonant frequency \( f_0 \) of the resonator. Due to the amplitude-modulated input signal, the conversion is intrinsic, requiring no LO signal [3]. To test the feasibility of the parametric amplification suggested in [2],

Manuscript received July 3, 2007; revised August 20, 2007. The review of this letter was arranged by Editor Y. Taur.

The authors are with the Micro and Nanosciences Laboratory, Micronova, and Center for New Materials, Helsinki University of Technology, 02015 Espoo, Finland (e-mail: mika.koskenvuori@tkk.fi).

Digital Object Identifier 10.1109/LED.2007.907283
<table>
<thead>
<tr>
<th>Mode</th>
<th>1st</th>
<th>2nd</th>
<th>3rd</th>
</tr>
</thead>
<tbody>
<tr>
<td>$f_0$ [MHz]</td>
<td>1.309</td>
<td>1.333</td>
<td>1.470</td>
</tr>
<tr>
<td>$Q$</td>
<td>5400</td>
<td>4500</td>
<td>9000</td>
</tr>
<tr>
<td>$\Delta f$ [Hz]</td>
<td>240</td>
<td>55</td>
<td>4</td>
</tr>
<tr>
<td>$\Delta k/k_0$ [$10^{-4}$]</td>
<td>3.670</td>
<td>0.825</td>
<td>0.058</td>
</tr>
</tbody>
</table>

From (3), it is clear that, at constant $\varphi = \pi/2$, the modulation of the spring constant amplifies the vibration of the resonator until $Q\Delta k/k_0 = 2$, after which the pumping leads to spontaneous oscillation despite the input signal. For practical realization, maintaining phase relation $\varphi$ is a key issue.

### III. Result

The output as a function of input for various pump powers for the first and second eigenmodes is plotted in Fig. 2(a) and (b), respectively. With parametric amplification, gains in the excess of 30 dB can be easily reached, but the amplifier is very close to spontaneous oscillations at the gain $Q\Delta k/k_0 > 1.998$ at these gains. The behavior is similar for both modes; however, when plotting the amplification as a function of the pump voltage in Fig. 3, the difference is easily visible.

From Table I and Fig. 4, it is evident that the first mode is the easiest to parametrically amplify, as the $Q\Delta k/k_0$ ratio is the highest. As the amplification is related to $Q\Delta k/k_0$, it is evident from Table I and Fig. 4 that, despite the highest $Q$-factor, the third eigenmode of the resonator is even harder to amplify by parametrically modulating the spring constant. This is verified by Fig. 3, as the amplification is only on the order of 1 dB with a pump signal of $-6$ dBm.

Qualitatively, the difference in the amplification of different eigenmodes can be explained as follows: the spring constant modulation through the electric field applies only to the beams next to the electrodes, but the beams in the middle do not experience this spring constant change—this contributes to the amplification being weaker for the second and third modes. The explanation can be backed up by measuring $\Delta k/k_0$ for a single DETF period (inset of Fig. 5) where all the mechanical beams experience the spring constant modulation. This device shows identical behaviors for both eigenmodes (Fig. 5).
Fig. 5. $\Delta k/k_0$ and gain for a single DETF period shows that the relative spring constant change and, therefore, the amplification is identical for both eigenmodes (shown in inset).

yet another reminder about the importance of mechanical aspects when designing electronic devices with micromechanical components.

IV. CONCLUSION

The feasibility of reducing the conversion loss of a micromechanical multimode resonant mixer by parametric amplification was analyzed. Similar improvements of over 30 dB when converting gigahertz-range signals were measured for the first two fundamental modes, indicating that the conversion efficiency of a mixer can be considerably increased with parametric amplification. However, the maximum amplification was reached with different pumping powers for different modes due to the strength of mechanical spring constant modulation being different for different modes of resonance.

REFERENCES


